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Setup

This section describes how to setup this product in addition to the included “Configuration Guide”.

Setup using Magical Finder on Windows

®Copy the Magical Finder

|1 |Turn on your PC. | 4 Once this product is recognized, a screen appears.

Select [Open folder to view files].
(Click the [OK] button if it is displayed.)

Power ON!

V For Windows 7 or Vista

HDL-CE (E)

-

2 Connect one end of the included USB cable to the USB Mixed content options
port on the back of this product and another end to the @ fl':il‘fg Windows Media Player
USB pOI’t on your BE? ,”%»'I] Import pictures and videos
. . ZM) using Windows
Join the AC adapter with the AC cable, then connect General options r Click )

the AC adapter to this product and the AC cable to the J Open folder to view files #

using Windows Explorer

a% Use this drive for badkup
4

using Windows Badkup

electrical outlet.

T'h Speed up my system
using Windows ReadyBoost

¥ Back of this product - . .
P View more AutoPlay eptions in Control Panel

V¥V For Windows XP

HDL-CE (E:) X]

Windows can perform the same action each time you insert
a disk or connect a device with this kind of file:

Electrical Ltj Fictures
outlet

What do you want Windows to do?

11
o
sing Photo Printing Wizard

| @ View a slideshow of the images

—" Included USB
USB port || = @2 Cable
-

DC jack @ >

Connect the AC cable to
the included AC adapter

12

using Windows Picture and Fax Viewer

|3 |Push the power button on the back of this product.

i Copy pictures to a folder on my computer
g pr and Camera VWizard

Back of this product

mTles
using Windows Explorer

< - o

[] Aways do the selected action. r ®@Click

Lok | cancel |

@




|5 |Copy the [Magical Finder] onto your desktop. |
. disk
| SupportSoft
[F] magicalFinder
6 Remove this product from your PC.

@Click the icon in the lower right corner of the screen.
@For Windows 7, click the remove icon displayed.
For OS other than Windows 7, click the icon for this
product displayed under “USB mass storage device”.

* If multiple devices are connected, select it by looking

at the drive letters.

V¥V For Windows 7

@Click

L

Customize...

V For options other than Windows 7

@Click

olf it cannot be removed, exit all running software and try again.

* If it still cannot be removed, turn the PC off before removing.

on the back of this product.

Remove the USB cable from your PC and the USB port

C

usB

I
o
0
9

=
1
U

=1
)

&=
=

USB on

DCIN

Included USB
Cable USB cable

|

the back of this product

It is now copied successfully.

Please proceed to @.




@Introduction to the Network

1 Confirm that routers, etc. are working normally within

your network.

Check
connection

Network devi h
etwork devices such as PC used for configuration

a router or a hub.

Connect one end of the included LAN cable to the USB
port on the back of this product and another end to your

network device such as a router or hub.

| LAN port on a
ﬂ - ‘3 network device
LAN port on the back of @
this product ‘

© reseT

ocIN

[ Included LAN cable ]

A beep sound is heard and the STATUS light on this
product blinks green. Once startup is completed, a beep
sound is heard and the STATUS light is turned on in

green. Wait for a while until startup is completed.

This product has now been successfully introduced into your
network.

Please proceed to ®.

®Set up this product

1 Double-click and start the [Magical Finder] copied on

your desktop.

e If the following screen appears, click [Unblock].

*= Windows Security Alert
S

To help protect your computer. Windows Frewall has blocked
P  some feathwes of this program_

Do you want te keep blocking this program?

Neme:  Magical Finder
Publisher: -0 DATA DEVICE, INC.

Keep Blocking Ask Me Later

Windows Firewall hias blocked this program from accepting connections from the
Intemet or = network.. If you recogrize the program or trust the publisher, you can
unblock it. When should | unblock a program?

Unblock

o If the screen as shown below appears, click [Unblock]. Then, if [User

Account Control] appears, click [Continue].

P Windows Security Alert

@ ‘Windows Firewall has blocked some features of this program

Windows Firewall has blocked this program from accepting incoming network connections. If you
unblock this program, it wil be unbiocked on all public netwerks that you comect to. ihat a7 ths
fisks of Unblocking a program

E Name: Magical Finder
. Publisher: 1-0 DATA DEVICE, INC.
Path: E:lsupportsoftimagicalfinder. exe
Metwork location: Public network
\What are netu

Click

o If the following screen appears, click [Allow access].

===

landcws Security Alert il

vall has blocked some features of this program

Windows Firewall has blocked some features of Magical Finder on all public and private networks.
Name: Magical Finder
Publisher: 1-0 DATA DEVICE, INC.
Path Co\psersestidesktopaimagalfinder.exe|

Alow Magical Finder to communicate an these networks:
[Z]Private networks, such as my home or work network

I D;!bh:ne -
enne .
| l Click I
What are the ris

N

N o

This product will be searched automatically. Check the
color of the STATUS light on this product.

When lit green

Please proceed to ®.

When blinking red

Follow the “IP Setup” procedures on the next page.

Then, proceed to ®.




e This product not found!
Hint

Wait for about 30 seconds and then click the [Refresh]

button.

@Click the [IP Setting] button.

[5] Magical Firdler = metari Gevice Soing Gty T N SN Ve
available network device list ”ﬂ!f" CIICk
i e e sl
0] 192168 00:A0:80 LANDISK [ IPsetiine
number of Discovered dev Ix
. IThe Ssarching mas completed - I

@The application prompts a password to be entered but click the [OK]

W ciick )
|| cancel I

®Check the [LANDISK name] and [work group] fields.
Next, set the IP address in [IP address setting for LANDISK]

according to your network and then click the [OK] button.

button without entering one.

P

[5] Login Password

enter the login password

* See the next page for the screen details.

[Z] Magical Finder - IP address setting

LAN DISK rame [FCT=

’—haslc setting for LAN DISK

workeroup : [WERKGROUP

( @Select

add)

® e i TP ey
IP addressi]}
subnet mask(U):
default gateway(D)

B 1P address of this computer

Intel 21140-Baged PCI Fasl v

192 . 168 0. &0
255 . 255, 25§

192 168 urn@C"Ck
| Ao T |

network. interface.

TP address:

subnet mask:

default gatevay:

clear
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If it is blinking even though there is a DHCP server in the network,

please try the following steps.

® Push the [Power] button on this product once to turn off the power of
this product.

@ Confirm that the DHCP server is running properly and this product is

connected to the network device properly using the LAN cable.

® Push the [Power] button to turn on this product again.

3

|Click the [browser] button. |

—— S

5] Magical Finder - Retowo i Gevie ot Uiy S N q Click )
availeble nietwark device st / Finder,
1P address MAC address [ device name. [ devicesetting g8
6] 192168 00:A0:80 LANDISK. [r Postting

close

number of Discovered dev [o

current status

I‘rhe searching was completed

Enter [admin] in the [Username] field and then click the
[OK] button.

* You do not need to enter in the [Password] field since

no default password is set.

LAN DISik

Network Attached
- T

Langusge

cErmelil -0 DATA
1-—F—3

®Enter
=t R0 =

. a’?‘wc"ré""
@Click =

The configuration screen appears. Setup values can be

> ™

entered as required.

* The default language is set to [Japanese] on the configuration

screen. A preference language can be set using [Language]

in the upper right corner on the login screen.

The initial configuration is now complete.



IP Address Configuration screen

basic settings for LAN DISK

The name of this product displayed on the network (such as [My Network] or [Network Computer]).

See “Note: LAN DISK Name” below.
LAN DISK name
* The allowable characters for use are limited. “List of restricted characters” (Page 11-47) See

* Whenever the name is changed, always make a note.

The “workgroup” must be consistent with the “workgroup name” on your PC. (Check the workgroup name on your PC.)

. However, even if the workgroup name is not consistent, it is possible to access this product.
workgroup o
* The allowable characters for use are limited.

“List of restricted characters” (Page 11-47) See
IP address setting for LAN DISK
Get an IP address Select if there is a DHCP server within your network.

automatically

Select if a fixed IP address is going to be used.
Enter an IP address to be set for this product.

IP address * Check the segment (IP address group) of your network and select an IP address that does not
overlap with other network devices or the IP address of your PC.
Use the following IP Enter the same subnet mask as your PC.
address subnet mask Enter the same value as in the [subnet mask] field under [IP address for this computer] on the
screen.

Enter the same default gateway as your PC.

default gateway Enter the same value as in the [default gateway] field under [IP address for this computer] on

the screen. If this field is blank, it does not need to be entered.
IP address for this computer

network interface The network interface (LAN adapter name, etc.) of your PC is displayed.

IP address The IP address of your PC is displayed.

subnet mask The subnet mask of your PC is displayed.

default gateway The default gateway for your PC is displayed.lt is usually set to the IP address of the router. If it is not set, it is blank.

Note: LAN DISK Name
The default name of this product is individually set to [LANDISK-xxxxxx].

(xxxxxx represents the last 6 digits of the MAC address)
The MAC address is listed on the sticker at the bottom of the product.
* The MAC address consists of numbers 0-9 and alphabet letters A-F.
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Access this product on Windows

The access method is different depending on your OS. See the page corresponding to your OS.

This section describes how to access this product in addition to the included “Configuration Guide”.

“Access from Windows 7” (Page 2-8) See
“Access from Windows Vista” (Page 2-9 ) See

“Access from Windows XP” (Page 2-10) See

Access from Windows 7

1 Click [Start] > [Search programs and files] and then
enter [\Wlandisk-xxxxxx].

Select the found [landisk-xxxxxx].
* “xxxxxx” represents the last 6 digits of the MAC
address.

“Note: LAN DISK Name” (Page 2-7) See

* |If the [LAN DISK name] for this product is changed,

enter the new name following “¥¥'.

Mo items match your search.

@Enter the name of LAN DISK.

* If the [LAN DISK name] for this product
is changed, enter the new name set for

this product.

p See more results

lland\sk-xxxxxx X ‘ | Log off ‘ 3 ‘

% - =u e

@Click

\4

) andisk oo

®Click

P BRREROREERT

[ #¥landisk-mooncx x| [ErwbgEy |

2 —A list of shared folders for this product will be
displayed.

Files can be inserted into the [disk] folder displayed.

Files inserted into this folder can be shared with other

users.

5 ) Network » landisk- - » < |43 || search tandise-c7o00 £

~  Networkand Sharing Center  View remote printers - 0 @

eeeeeeee

o H Videos

418 Computer
> & Local Disk (C)

» € Network ]

‘kj 2items

Once the window shows shared folders normally, they can be

used as a shared folder.



Access from Windows Vista

3 Files can be inserted into the [disk] folder displayed.

Files inserted into this folder can be shared with other
users.

1 Click [Start] > [Start Search], and then enter [\\landisk-
xxxxxx] followed by the [Enter] key.

* “xxxxxx” represents the last 6 digits of the MAC
address.

(E=5 o )
2]

G w[L > Network » LANDISK- » ik » [ % | [Seorch

“Note: LAN DISK Name” (page 2-7) See

Type
Tunes File Folder
55 T/7/2011224PM File Folder
#E /1/2011 223PM  File Folder
E 77/2011221PM  File Folder

E
* If the [LAN DISK name] for this product is changed, 5

enter the new name following “#".

Me items match your search.

Documents

Computer

petwork Once the window shows shared folders normally, they can be

used as a shared folder.

Connect To

@Enter the name of LAN DISK.
* If the [LAN DISK name] for this

product is changed, enter the new

name set for this product.
' Search Everywhere

/7 Search the Internet

Wlandisk - = [ 0 |
—_—

3 . T —|
N | W " Ljpg - Pait

@©Click

P IRTOERORE

P Avs—Fy hOBE

¥¥\andisk1: x

= = C .
!': Y s =

2 A list of shared folders for this product will be displayed.
Double-click the [disk] folder.

OQ ‘;" » Metwark » landisk- »

‘ Organize ™= e

?Ei Documents
-EE Pictuies | disk i iTunes
B Music

ol Double-click
Folders g .

L/
B Desktop gy Printers
B TesT =
Public
- Computer
2 Network
" Jandisk-




Access from Windows XP

eThis product supports only the LAN connection mode for models
with 3.0T bytes or higher

1

Search this product.
@©Click [Start] — [Search].

* |If the Windows Search screen appears, select [Click here to

use Search Companion].
\’\‘{ Windows Explorer O

Q) character Map por=ss

7 Run...
All Programs D

E\ Log OF @\ Turn Off Computer

@Under “What do you want to search for?”, click [Computers or
people].

What do you want to search
for?

Fictures, music, or video

Documents {word
processing, spreadsheet,
etc.)

All files and folders
Computers or people

®Under “What do you want to search for?”, click

[A computer on the network].

‘What are you looking for?

A computer on the network
People in your address book
You may also want to...

Q Search the Internet

Enter [landisk-xxxxxx] in the [Computer name] field and
then click the [Search] button.

* “xxxxxx” represents the last 6 digits of the MAC
address.

“Note: LAN DISK Name” (Page 2-7) See

OEnter
r * If the [LAN DISK name] for this product

Which 4 is changed, enter the new name set for

—— this product.
Campu —Z
| landisk- / |

You may also want to...

,i_] Search this computer for
files

Q Search the Internet

@Click
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3 [LAN DISK CE Series] will be found so double-click it.

=> The [disk] and [iTunes] folders will be displayed.

4\1') diek 4\1') Tunes
—_— —_—

Files can be inserted into the [disk] or [iTunes] folder displayed.




Dpen the configuration screen using

Double-click and start the [Magical Finder] copied on

your desktop.

e If the following screen appears, click [Unblock].

%]

| To help prutect your computer. Windows Firewall has blociked
some features of this progrom.

*= Windows Security Alert

L 4

Do you want to keep blocking this program?

Name:  Magical Finder

Publisher: -0 DATA DEVICE. INC.

Keep Blocking Ask Me Later

Windows Firewall has blocked this program from accepting connections from the
Intemet or @ netwark. f you recognize the program or trust the publisher, you can
unblock it. When should | unblock a proaram?

Unblock

e |f the screen as shown below appears, click [Unblock]. Then, if

[User Account Control] appears, click [Continue].

& Windouws Security Alert

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked this program from aceepting incoming netwerk comnections, If you
unblock this program, itwil be unblocked on all publ that you connect to. fihat are 8
fisks of nblocking a proarams

Name: Magical Finder
Publisher: 1-0 DATA DEVICE, INC.
path: E:\supportsoft\magicalfinder exe

Network location Public network

What are netwy .
l Click |

Bos N

e If the following screen appears, click [Allow access].
===

@ Windows Security Alert - —— -

@ Windouws Firewall has blocked some features of this program

Windows Firewall has blocked some features of Magical Finder on all public and private networks,

Neme:
Publsher:
Path:

Magcal Finder
1.0 DATA DEVICE, INC.
Ciusersitestldesktop\aamagicalfinder exe|

|| Alows Magical Finder to communicate on these netorks:
Private networks, such as my home or work network.

Y ch
because these networks often have it or no security)

What are the risks of slowing a proaram through 3 firewall?

Click the [browser] button as this product is automatically
searched.
* It may take about 1-2 minutes until this product is

found after the power is turned on.

(5] Magical Finder = Rebwor Gevice Sorung vy R S S — Click )
available network device list fcal Finder,
1P address | MAC address [ device nam | device setting
] 102168 00:40:80 LANDISK @, browser
rumber of Discavered dev [§
. IThs Searching nas completed _—
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Magical Finder on Window.

e This product not found!
Hint

Wait for about 30 seconds and then click the [refresh]
button.

Enter [admin] in the [Username] field and then click the

[OK] button.

* No default admin password is set. It can be set on the
configuration screen.

* The default language is set to [Japanese] on the

configuration screen. A preference language can be set using

[Language] in the upper right corner on the login screen.

LAN DISkk

Network Attached St
- e

Language

c=me il |-0 DATA

\ Lpd‘a"ﬁ"é
@Click

1-¥—5
3= 2D R

e Check your password and enter it again.

If you forget the password, “Bringing back only the IP address
and admin password to the default configuration” (Page 9-42) see, to

reset to the default state.

After a while, the start menu appears on the configuration

screen.



Setup High Speed Reading Mode

This product is equipped with [high speed mode] in which the file transfer speed is faster when reading data in the LAN connection
mode. Follow the setup steps below.

* The default configuration is the normal mode (NTFS).

e This changes the format style, resulting in deleting the data you have saved. Make sure you have backed up your data before changing this setup.

e This high speed mode cannot be used in the USB connection mode. When using the USB connection mode, select the normal mode (NTFS).

1 Click % on the configuration screen, and then click

[Drive information] > [Partition admin] under [Built-in
hard disk].

vsksl @Click

B sienivie | S sptemseting | V. Timesativg | S ian seting

Internal Disks
- FlleTSyslem Check

= Partition Management

0.01%

SAMSUNG HD 10381 Partition anagement

External Disk

Capacity[GB] Mount

File Type

@

2 Select [High speed mode (XFS)] for the format style and
then click the [Apply] button.
* Because the partition style is automatically set, it is usually

not required to be selected. The MBR format or the GPT
format can be selected only for 3.0T bytes or higher models

of this product.

Disks Manager

System info 2ting - Time Setting
Total Size:975.91 GB
Formatiingthe disk will erase all g ®Select
Select Format Mode: -
Normal Mode(NTFS)
@ performance Mode(XF

Use the following parition style for the selected disks:

© MBR (Master Boot Record)HDD capacity is under 2TB, please select MBR H
GPT (GUID Partition Table} @Cllck

Setup is now successfully completed.
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Using Shared Folders

What is a shared folder?

Files can be shared among multiple PCs on the network through shared folders that are setup or created on this product over the

network.
This product has default shared folders, [disk] and [iTunes], to which any users who are allowed to connect to this product can read or

write. Users can also create new shared folders.

Shared folder name Description
A default shared folder created in the built-in hard disk.
disk All users are allowed access since access permission is set to [All users allowed].

A default shared folder created in the built-in hard disk, which is for iTunes service publishing.

iTunes Save the contents to be published on iTunes only.

All users are allowed access since access permission is set to [All users allowed].

e Please note that all shared folders may be accessed in the USB connection mode regardless of the access permission set for the
shared folders.

e You can choose [All users] or [Specified user] access permission for shared folders created on this product.

e The number of users that can be registered on this product is up to 20 users, while the number of shared folders is up to 20
folders.

e The username cannot be set using numbers only.

e The shared folder name cannot contain any spaces.

e Only half-width alphanumerical characters (ASCII characters) may be used for all shared folders, usernames (lower characters

only) and passwords.
* The use of some characters and the number of characters allowed is restricted. “List of restricted characters” (Page 11-47)




Register a user

To create a shared folder allowing access only to specified users, users must be registered in advance.

Step 1: Check the information on users with
access

Check and note the [Username] and [Password] for users

to register when they log into the network. (The confirmed

[Username] and [Password] are used to register on the

configuration screen later.)

The [Username] and [Password] are used to register on the

configuration screen later; however, the allowable characters are
restricted as follows.

“List of restricted characters” (Page 11-47) See

Step 2: Register users on this product.
The noted [Username] and [Password] are used to register

users on the configuration screen.




reate a shared folder

This section describes the access permission setup procedure.

1 Click ggy on the configuration screen and then click

[Create shared folder].

2 Enter in the [Shared folder name] field and select [Allow
only users created] under [Access permission setup].
* Select [Share] to allow anyone to access.

3 Select the user access permission and then click the
[Apply] button.

— A new shared folder will be added.

A shared folder has now been successfully created.

The [disk] and [iTunes] folders can be accessed when the
RemoteLink2 function or iTunes server function is enabled.
Do not delete these folders under normal circumstances. If deleted,

recover these folders by following the steps below.

®Click LZ2J on the configuration screen and then click [Shared
folder list].

@Click the [Create default shared folders] button displayed under
the list.

The deleted [disk] and [iTunes] folders are now successfully

recovered.
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ote when using a shared folder

e File name and folder name character restrictions

Allowable names of files or folders on this product must be up to the number of characters listed below depending on your OS.

“Windows” Up to 255 half-width characters (85 full-width characters)

* The number of characters may decrease depending on the type of characters used.

* Windows 7 or Vista can handle more characters compared to previous Windows OS. Therefore, if characters only usable on Windows
7 or Vista are used for file or folder names saved in shared folders, they may not be displayed properly when browsed through
previous Windows OS.

In order to avoid any problems due to differences in ability to display characters between Windows 7 or Visa and previous Windows
OS, make sure that necessary precautions are taken with reference to the information [JIS X 0213:2004 Support] and [New Japanese
ClearType Font Meiryo] disclosed from Microsoft (http://www.microsoft.com/japan/windows/products/windowsvista/jp_font/default.
mspx).

“Mac OS” Up to 255 half-width characters (85 full-width characters) on Mac OS X.

e File size
No restrictions.

e Cautions when using in the USB connection mode or LAN connection mode
To use the same folders in both the USB connection mode and LAN connection mode, use the [shared folders] created in the LAN

connection mode.

Folders created outside of [shared folders] in the USB connection mode cannot be used in the LAN connection mode.



Back up

Scheduled backup

Pre-specified shared folders on this product can be backed up to a removable USB hard disk or other HDL-CEW on the same

network.

To back up to a removable USB hard disk

Step 1: Setup the USB port
The default operation mode of the USB [HOST] port is set to

[Disabled]. Change the port setting by following the steps below.

Click | oN the configuration screen and then click

[USB port].

USB Port

@Click

Save

@ Invalia

© netuss

© Quick Copy

© Backup Schedule

@Click

2 Select [Scheduled backup] and then click the [Apply]

button.

USB Port

© s @Select :
: ck Copy ®C|ICk
@ Backup Sctdule

Step 2: Connect a removable HDD
Attach a removal USB hard disk into the USB [HOST] port on
the back.

@ | ‘

USB [HOST] port on the back

© RESET

DCIN

~

Step 3: Setup Scheduled Backup

1

Click jj==J on the configuration screen and then click

[Backup setting].

Backup Setting

3 Schup seting | W e cins L
From NAS To Destination
NAS Patn: [disk =] ®@Click
Description

Select your backup destination

Backup to USE
no ush device found
@ BackuptoNAS
User Name:
User Password

When to execute
weekdays: [umon D Tue [Fwes M hy EFi [Dsat Esun
Hours Minutes: [17]=] Hours [0 [=] Minutes

Add Backup Setting

@Click

2 Set a backup schedule.

®Select a backup source.

@Select [Backup to USB].

®Select a day and time to run the backup in the
[Schedule setting].

@Click the [Save backup setting] button.

Backup Setting

DSelect e seim oo
®Setup

""" @Click

User Passward

[T Lo P ——
Weekdays: CIMon D Tue Clwed O hu CIFri Clsat O sunl

1

‘Add Backup Seting

e The time must be set on this product before setting the schedule.

e Make sure that it does not conflict with other schedules.

The scheduled backup is now successfully set.



To back up to other HDL-CEWs

1

Click j==J on the configuration screen and then click

[Backup setting].

If any access permission is set for the selected shared

folder, enter the [Username] and [Password] fields.

* No entry is required if it is shared by all users.

Backup Setting

@Click

Select your backup destination:
usB
no usb device found

Backup Setiing

From NAS To Destinatio
NAS Path [disk [

Description

Back

®

Backup to NAS

User Name

User Password

When to execute
weekdays: Clwmon D Tue Elwed Clhu [EFri Dsat Dsun
Hours Minutes: [17 [=] Hours [0_[=] minutes

Add Backup Setting

Click
T )

elecCt a backup source an en selec ackup to
2 [Selecta back d then select [Backup t
NAS].

Backup Setting

®Select  pn e

Scan NAS

From NAS To Destination
NAS Pan: [disk  [=]
Description
Selectyour backup destination:
Backup to USB
no usb

ice found

@ Backup to NAS
N
j:j’] @Select l

vs: D on [ETue Elwed E7hu Bl Esat Elsun
Hours inutes: 17 [=] Hours [0_[=] minutes

Add Backup Setting

3 Click [Search for NAS], select a folder shared with the
HDL-CEW series connected to the same network, and
then click the [OK] button.

Backup Setting

e paciup seng M eecs couing s

(G

From NAS To Destination
NAS Patn: [disk [+]
Description

Selectyour backup destination:

UserName

User Password

When to execute

ays: Clton CTue Ewed D hu ElFi Csat [Dsun
winutes:[17 [=] Hours [0_[=] minutes

Add Backup Setting

<

®Select

18 anpigk- -

[ anpisie

disk

Location:

Backup Setting

e vactup seting | 0 cecn s L

From NAS To Destination
NAS Path: [disk [=]
Description

Selectyour backup destination

Backup to USB
no usb device found

®

Backup to NAS

User Name:

User Password,

fte
days: EMon [ Tue Dwed D thu EFri Csat Dsun
Hours Minutes: [ 17 [x] Hours [0 [=] inutes

Add Backup Setting

Set the backup time in [Schedule setting] and click the

[Setup scheduled backup] button.

Backup Setting

K tocrp seting N e seniog L

From NAS To Destination
NAS Path: [disk  []
Description

Select your backup destination

Backup to USB

ce found

nousb

o

Backup 1o NAS
Host

User Name

Ol - -
ys: Elvon B Tue Elwed ElThu DFHIDSM Esun
pe e 112 s 0 [ e

Add Backup Setting

@Click

The scheduled backup is now successfully set.




Check the schedule

Click ‘]l‘ on the configuration screen and then click

Change/delete the schedule

[Backup setting list].

M
Click (]ﬂ on the configuration screen and then click

[Backup setting list].

Backup Setting List

&) i seting

Backup Setting List

Backup e
i Backup Destination ~ Week(

@Click
disk S Mon 23 o [ Edit ][ Delete |
e Lo e B
e Lo s |

The list of scheduled backup settings will be displayed.

Backup Setting List

Ko conng b macnup goming it

i e ociick e
disk LANDISK-

Tdisk Mon 23 0 Cdil elete
LANDISK-
LANDISK- N

disk 1 Wed 1

| )

Click the [Change] button to display the schedule setting
screen to change the setting details.

Click the [Delete] button to delete the scheduled backup.
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Backup Setting List

e seing ) mackun semng st

Backup

S Backup Destination Weekdays Hours Minutes Function Description
LANDISK- 1
disk 1di Mon 23 0 Delete 1
LANDISK- ]
disk. 1 Edit Delete
a Click '
LANDISK- -




The quick copy function enables the copying of data in your digital camera or USB memory connected to the USB [HOST] port into
a pre-specified shared folder of this product once your digital camera or USB memory is connected to the USB [HOST] port.
The quick copy function works only if the operation mode of the USB [HOST] port on this product is set to [quick copy].

Step 1: Setup the USB port Step 2: Select a copying destination
The default operation mode of the USB [HOST] port is set to Set a shared folder to which data in your digital camera or USB
[Disabled]. Change the port setting by following the steps below. memory will be copied.

* The default destination is set to the [disk] folder.

1 Click ‘u on the configuration screen and then click

[ P
1 lcick s 0N the configuration screen and then click

[USB port].

[quick copy].

USB Port

Quick Copy(USB->NAS)

dusaron s oo
@ Invalia
© netuss usspen_JCH quick copy
© Quick Copy

© Backup Schedule Target directory setting for quick copy | disl

lick
‘ Gk

N

|

o

|2 |Se|ect [quick copy] and then click the [Apply] button. |

2 Select a copying destination shared folder and then click
e ren the [Apply] button.

Ldusoren | Edciocer
-(DSeIect
:;:\m‘ahd P . Quick Copy(USB->NAS)
& Stk o @Click
© Backup Schadule ®Select
Target directory setting for quick copy | di -
@Click

B
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Step 3: Use the quick copy function

This function allows you to copy data in your digital camera or
USB memory to this product just by inserting it into the USB
[HOST] port.

e Make sure it is connected to the USB [HOST] port.

1 Connect your digital camera or USB memory to the
USB [HOST] port on this product. It automatically starts
copying. The STATUS light blinks while they are being

copied.

USB [HOST] port on the back

© RESET

pDciN

A~

Step 4: Check copied data

Check whether or not the digital camera or USB memory data is
copied properly.

Here is an example as an explanation on how to check data
copied into the [disk] shared folder in the built-in hard disk of
this product.

1 Access this product over the network to display the

shared folder.

12 [Double-click the [disk] folder.

g .-

My Fw D=4 landisk- b

HiE - Fy IO EHEETLS—

Y BRIEAD | disk
X . i :
§ 990K + =T Double-click

. el )
& BEFT LB

L

3 Confirm that a [quick copy] folder is created and then

double-click this folder.

2 The copy is complete if several beeps are heard and
the [STATUS] light changes from blinking to being lit.

Remove the digital camera or USB memory.

The data is now successfully copied.

e Data copying destination

Data is copied into the [quick copy] folder, which is created
automatically under the copying destination shared folder (default to
[disk] in built-in hard disk).

In addition, a folder “based on the time of copying [year month day
- time]” is created under this folder, into which data in your digital

camera or USB memory will be copied.

[Specified disk shared folder] - [quick copy] - [year month day - time]

Even when copying multiple digital camera or USB memories, data

is distinguished by each individual [year month day - time] folder so

that they will not be overwritten.

=E - FUWIT AILA—

Jr BEIEAD A

g ForO-—FK | Tunes

W TRy  quick copy

u BERRURSH | sample -

| test Double-click

S | test2
ﬂ"_jdr =i =/ 123.9pg

) FFaAxbk 4 abe.png

= EOFr

e [quick copy] folder
A folder is automatically created when the quick copy function is

executed.

4 Confirm that a “year month day - time” folder is created
and then double-click this folder to confirm files are
copied.

— Copied file(s) and/or folder(s) will be displayed.

e [year month day - time] folder

A folder is automatically created under the [quick copy] folder based
on the time and date to start copying data in your digital camera or
USB memory when the quick copy function is executed.

As an example, [20110713-150145] means a folder created when it
started copying on July 13, 2011 at 15:01:45.




Access this product while you
are out (Remote Link 2)

Remote Link 2 function

r———————, |r::er-n'e‘:
] )) (Cenl»)

|

o
iPhone / iPad

Router

Anywhere,
‘Sh Anytime
Easy (t

Access!

PC outside home

The Remote Link 2 function allows you to access files saved in the [disk] or [iTunes] folders on this product from your PC or
Smartphone while you are out.

* Newly created share folders cannot be set to public folders accessible with the Remote Link 2 function.

e In order to use this function, an environment is required in which global IPs are distributed by the provider.

e You may not use this function in an environment in which there are multiple routers.

e This product does not support dynamic DNS services other than “iobb.net”.

e You cannot access using a domain name from a PC which is in the same LAN as the server you are trying to access. Confirm that you can access
using a domain name from external different networks. When connecting the same LAN as the server from within, you must access using a local
IP address.

e To use the Remote Link 2 function, you must have a broadband line.

e Movie contents with higher bit rates (more than 8Mbps) may not be played properly.

e The Remote Link 2 function may cause quality deterioration such as images that are unclear, interrupted, or invisible dependent on your usage

environment, communication environment, or congestion of the connection line. Please understand this in advance.
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File format that can be played or opened

Browser version

(Format that can be previewed in the left

iOS version
Format that can be played (Photo

Android version
Format that can be played (Photo

lower corner of the screen) viewer) viewer)
Supported devices Internet Explorer 7/8/9 or higher iOS 4.2 or higher Android 2.1 or higher
Safari 3.0 or higher iPhone 4/3GS/3G For compatible devices, see our
iPad2/iPad homepage (http://www.iodata.com)
iPod Touch 4G/3G/2G
Image files ipg. jpeg, png, gif, bmp iPg. jpeg, png, gif ipg. jpeg, png, gif, bmp
Music files mp3, wav mp3, m4a, wav mp3, m4a, wav, midi, ogg
* It may be different depending on the
player installed on your device.
Movie files flv mov, mp4, mdv, 3gp mp4, mdv, 3gp

* It may be different depending on the

player installed on your device.

Document files

Cannot browse directly through the

browser.

* They can be browsed through software
installed on your PC after downloading

them onto your PC.

doc, docx xls, xIsx, ppt, pptx,
pdf, txt, rtf, htm, html, vcf,

key, numbers, pages

doc,xls,pdf,txt
* 1t may be different depending on the

viewer installed on your device.

e To play or open files in the formats described above, the player program on your model is used.

e Depending on the player on your model, files may not be played or opened.
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Setting the Remote Link 2

This setup must be performed using a PC on the same LAN as the LAN DISK.

Click kgad on the configuration screen and then click

[RemoteLink?2 setting].

Remote Link 2 Setting

Port 3000

@®Click

i

—_—

2

|Select [on] for the [Remote Link 2].

Remote Link 2 Setting

L= R - I
Remote Link 2 \uﬂ

l Click l Iobb.net
Password (Gonfirm)

Port 3000
Support UPnP

Host Name:

Password

@ yes O No

3 Enter the [connection name], [password] and [password

(confirmation)] fields and then select [use] for [UPnP

function].

* You do not need to set the [Port] field if the UPnP function is
going to be used.

Remote Link 2 Setting

Remote Link2: @ on © off

Host Name:

Password

|
Password (Confirm); I
Port |

Support UPNP:

Setup is now successfully completed.

e To access this product while you are out, your user and user

password must be registered on this product. User registration
must be completed in advance.

See “for the user registration procedure® (Page 3-14) See .
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When the Port setup is not allowed in the

UPNP function

e In some environments, you may not be able to set a port for
your router by using the UPnP function through the LAN DISK
configuration screen.

If an error message related to your router such as “No router
found to support the UPnP.” is displayed on the status screen,

follow the steps in “Hint” below.

“Hint”

®Open [Remote Link 2 setting] on the configuration screen.
@Confirm the port number in the [Port] field. (default value: 3000)
®Change the [UPnP function] setting to [do not use].

@Click the [Apply] button.

Remote Link 2 Setting

Remote Link2: @ on © off

HostName:
Password  sssesses

Password (Confirm}
Port 3000
Support UPRP:

@
o

@Click

®Check the [IP address] field of this product in [device information].

System Info

L emim | 3 s, 1.

Syamseting | | 1. Tima seting
R WO GRMPm =

LAN DISK Name: LANDISK-
IP Address: 192.168.

SRR PTdnem= = 4
MAC Address: 00:A0:BO:

Firmware Version:

Date and Time: June 17, 2011 07:49:51 PM
Total Capacity: 975.91 GB

Available Capacity: 975.52 GB

iTunes: on

Remote Link 2: off

USB Port
Power Saving Time:

Quick Copy
10Minutes

®Set your router so that the port number (default value: 3000)

confirmed in @ is freed for the IP address of this product.
* For the router configuration method, please refer to your router’s

manual or contact your router maker.

It is now successfully disabled.




Access from a PC outside of your home

Follow the steps below on your PC used to remotely access this product such as while you are out.

Access

1 Start the “Remote Link 2” created on the desktop in the
“Setup on Windows (LAN connection)” section on the
“Configuration Guide” included with this product.

* If no icon is displayed such as Mac OS, access

http://rm2.iobb.net.

Enter the connection name set in the [Remote Link 2]
on the configuration screen and then click the [Connect]

button.

<) .
(‘1 Remotelink =

[I-0DATA

If you want to start Remote Li
Please input the Connection ®Enter 'emote Link 2.
[ Jifbbnet connect
@Click

Enter the [Username] and [Password] fields as
registered at user registration and then click the [Login]
button.

K Connect to AjaXplorer

Enter login/password
=t | ®Enter |

™ Remember Me

@Click

Username [Enter the [Username] and [Password] fields as set in

Password |[Create user] on the configuration screen of this product.

Add User

B
i

User Name:

Description

Password

Password (Confirm

o Note that the password here is different from the password

registered in [Remote Link 2].
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If the screen shown below appears, this product is now being

successfully accessed.

5] H
S e )
a2 Remoie Link
=l < == v - -
et s Dunte et tewDv | Domioat | mame Gy e Do | Logew
I disk = ®
Folders Flename Size Type Modifed
I aiskc AEES Directory 2011/06/21 09:31 -
s B EE Directory 2011108721 11207
+ Ba Direct 2011/06/21 11:08
ectar :
s U
= || B9 audio e Dirctory wi/06721 11:22
Detais [ Sewrch B Oirectory 2011708721 09331
o 2508 2 Drecton 2011106721 09226
B disk = U
5 caners Owectory 2017081201623
Folders: 20 5w - Dirctory 2011708721 09:32
Fles 120
= 9 ocument e Oirectory 2011708721 12:26

Adobe Flash Player

To use the Remote Link 2 function, you must have “Adobe Flash
Player” installed on your PC.
If an error is displayed on the top of the screen, install “Adobe

Flash Player.”

Click the message to follow the instructions displayed on the

screen.

Please Install Adobe Flash Player

Once installation is complete, access it again to confirm that no

message is displayed.




Access from iPhone or iPad

Follow the steps below on your iPhone or iPad to remotely access this product.

Obtain appli
Install “Remote Link 2 for CE” appli available from the AppStore.

|1 |Tap the [AppStore] icon. |
pp Store
| 2 |Search for [iodata] to install the “Remote Link 2 for CE”. |

It is now successfully installed.

Register to access remotely
This section describes how to add in the [Remote Link 2] in

order to access this product remotely.

|Tap the [Remote Link 2 for CE] icon.

11

|Tap [Remote Link 2].

2

Add New Connection Tap

Remote Link 2 Setup/

Auto Setup

Manual Setup

Enter information set for this product and then tap the

[Complete] button.

12:49

Ll SoftBank 2

®Enter @ 'Remote Link 2...

: Connedio...

Username

Done

Password

Connect Enter the [connection name] set for the [Remote Link 2]
destination |on the configuration screen of this product.
Remote Link 2 Setting
@ | etz seuns

Remote Link2: @ on @ oft ‘ g:ao:,]gec’tion '

HostName: 'mmﬂunn net

Password el

Password (Confirm):

Port 3000

Support UPNP: @ Yes O No
Username [Enter the [Username] and [Password] fields as set in
Password |[Create user] on the configuration screen of this product.

Add User

™" T oice

User Name:
Description
Password:

Password (Confirm};
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This product (LAN DISK name) will be displayed under the
connection destination.
This product is now successfully added to the connection

destination.

sl < 12:50 56 % ==

NAS List Edit

DSBS 1 5

>

Access from outside

|1 |Tap the [Remote Link 2 for CE] icon.

| 2 |Tap the registered connection destination.

il SoftBank 2 12:50 56 % =
NAS List Edit
NAS
Tap
w0es > |

I aral Fila

il SoftBank 2 12:50 56% =™
NAS List / Edit
“~= Remotelink2 >
B 2011-07-25 17:51:10 0B
~— contents >
B 2011-07-27 13:54:30 4 KB
“= demo >
B 2011-07-27 13:26:10 4 KB
“ iTunes >
B 2011-07-28 13:06:46 0B
o TYE >
B 2011-07-25 18:42:34 4KB
~ .DS_Store >
2011-07-25 18:42:39 6 KB
~ ._.DS_Store >
2011-07-25 18:10:07 4KB
Q 2011_0725_1253_10.mov
\\\\\ ¢ 2011-07-25 12:53:17 74 KB

r 2011 0725 1253 59.mov

+ O] Q HH

This product is now being successfully accessed.

Tap a file to play.
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Register to use in the same LAN as this
product
When using in the same LAN as this product such as at home,

use the [Automatic setting] function.

* A wireless LAN environment is required.

|1 |Tap the [Remote Link 2 for CE] icon.

|2 |Tap [Automatic setting].

Add New Connection
‘ Auto Setup

‘ Manual Setup

3 Tap the [LANDISK-xxxxxx] found automatically.
* “xxxxxx” represents the last 6 digits of the MAC address.
* If the [LAN DISK name] is changed, the new name is dis-

played.

«ull SoftBank 2> 12:51 56 % ="

Auto Setup

Select Connection

LANDISK- XXXXXX \

4 Enter the [Username] and [Password] fields and then

tap the [Login] button.

Username [Enter the [Username] and [Password] fields as set in

Password [[Create user] on the configuration screen of this product.

Add User

User Name: P
Description o === - PaSSWOrd
Password: |' -

Password (Confirm): .
-




This product (LAN DISK name) will be displayed under the
connection destination.

This product is now successfully added to the connection

destination.
il > 12:52 56 % =
NAS
( Confirm ‘/LANDISK-XXXXXX >W
LANDISK- XXXXXX' > ‘

Access from within the same LAN as this
product

|1 |Tap the [Remote Link 2 for CE] icon.

'Remot...C

| 2 |Tap the registered connection destination.

il SoftBank 2 12:52 56 % =M
NAS List Edit
NAS
-, ~
Tap ‘ LANDISK- XXXXXX > ‘
XLANDISK-XXXXXX > ‘
\

il SoftBank 2 12:50 56 % =M
NAS List / Edit
“== Remotelink2 >

2011-07-25 17:51:10 0B
“ contents >
2011-07-27 13:54:30 4KB
“=m demo
B 5011-07-27 13:26110 sk >
“m iTunes >
B8 2011-07-28 13:06:46 0B
o TYE
B 2011-07-25 18:42:34 4KB ’
- .DS_Store >
2011-07-25 18:42:39 6 KB
~ ._.DS_Store >
2011-07-25 18:10:07 4 KB
a 2011_0725_1253_10.mov
woue 2011-07-25 12:53:17 74 KB

o 2011 0725 1253 59.mov

This product is now being successfully accessed.

Tap a file to play.
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Access from Android device

Follow the steps below on your Android device to remotely access.

Obtain appli Register to access remotely

Install the “Remote Link 2 for CE” appli available from the In order to access this product remotely, it must have been set
AndroidMarket. in advance.

|1 |Tap the market icon. | |1 |Tap the [Remote Link 2 for CE] icon.

o

“Remote L

2 Enter the connection destination set for this product and

2

then tap the [+] button.

3 ,‘Search Android Marl%\ ,O

() rodata ®Search

g m 73 @& O @ 21112
Q i @Install nter
.iobb.netn

F  chantme
landiskceO1.iobb.net n

It is now successfully installed.

Connect Enter the [connection name] set for the [Remote Link 2]

destination |on the configuration screen of this product.

Remote Link 2 Setting

connection ¥*
.o name
Remote Link2: @ on © off
R

a
HostName: Tobb.net

Password
Password (Confirm;
Port 3000

Support UPNP: @ves © No

This product (LAN DISK name) will be displayed in the [WAN]

field.
This product is now successfully added to the connection

destination.
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Access from outside

1

|Tap the [Remote Link 2 for CE] icon.

2

B @ O Wl 14:34
Tap

hdlce001.iobb.net

Enter the [Username] and [Password] fields and then
click the [OK] button.

Sign In

User Name

Password

@Tap

Username [Enter the [Username] and [Password] fields as set in

Password |[Create user] on the configuration screen of this product.

Add User

T

This product is now being successfully accessed.

Tap a file to play.
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Access from within the same LAN as this

product
This setup is used when using in the same LAN as this product
such as when you are at home.

* A wireless LAN environment is required.

11

|Tap the [Remote Link 2 for CE] icon.

Tap the IP address of the product to access displayed in
the [LAN] field.

LANDISK—xxxxxx

LANDISK—xxxxxx

Enter the [Username] and [Password] fields and then
click the [OK] button.

Sign In

User Name

Password

Username [Enter the [Username] and [Password] fields as set in

Password |[Create user] on the configuration screen of this product.

Add User

"7 7 T o)

This product is now being successfully accessed.

Tap a file to play.



Use as iTunes server

unes server

Using the iTunes Server function allows you to play music files saved in the [iTunes] folder of this product on a PC installed with iTunes

connected to the network.

e iTunes required for this product
For Windows iTunes7 or higher
For Mac OS X  iTunes7 or higher or 6.0.5

iTunes is available from the apple homepage (http://www.apple.com/jp/itunes/download/).

e File formats published on iTunes Server

This product only supports files with the file extensions listed below.

Type File Extensions
Music mp3 mda m4p
* Files with the file extensions listed above may not be played depending on each file.

Before starting to use, please carefully read the following.

e The number of files in public folders should not exceed 10,000 in total.

e When adding/deleting files in public folders, the database must be updated in order to reflect the most recent state of iTunes. During updating the
database, you cannot play from iTunes.

e |f the number of files contained in public shared folders is high, it may take time to connect from iTunes.

e Do not remove or move files being played or shared folders containing files being played on this product while iTunes is playing.

e When concurrently playing or operating such as copying from a PC to this product or running a backup process while files are being played,
dropping frames or jumpiness may be experienced depending on the files being played.

e The ID3 tag information characters for MP3 support the UTF-16 encoding. ID3 tag information encoded in formats other than UTF-16 may not be
displayed properly such as song title, artist name, album name, etc. on iTunes.

e When files under copyright protection purchased from iTunes Store are shared, trying to play them on iTunes may result in the “computer
authorization” screen being displayed. This is the procedure for playing files under copyright protection due to the copyright management function

of iTunes. Authorizing on the “computer authorization” screen enables playing files under copyright protection on up to 5 PCs.

To disable iTunes service

If you are not going to use the iTunes service, follow the steps below to disable it. >Click
ic

@Click Rsiz4 on the configuration screen. ®Select

MMunes: © on @ off

iTunes

@Click [iTunes].
®Select [off].
@Click the [Apply] button.

It is now successfully disabled.

@Click
@©Click
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Play from iTunes

Since the iTunes service is enabled as the default setting for this product, you can play any music file just by saving it in the [iTunes] folder.

Access from iTunes

Start iTunes on a PC connected to the same network as

this product.

iTunes will be launched. Confirm that the LAN DISK

name of this product is automatically displayed under

the iTunes shared folder.

LIERARY
H Movies
1 TV Shows
'?' Podcasts
" Radio
v T funes Store §
e T .
SHARED
ﬂ Home Sharing
LANDISK-

If the LAN DISK name was changed, the new name will be
displayed.

Click the LAN DISK name displayed under [iTunes]

to display music files published in the iTunes server

function of this product.

LANDISK-9F 6677

uuuuu

Double-click a song title to play the music file on the PC.
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To copy iTunes libraries to this product.

®Click [Edit] — [Setup] in iTunes.

@Click the [Detail] tab/icon.

®Click the [Change] button for [iTunes Music folder] and select
[Copy files into the [iTunes Media] folder when adding to library].

@Select this product in [My Network Places] and set it as the data
saving destination.

The iTunes libraries are now successfully copied to this product.

From now on, music files added to [iTunes] will automatically be

added to this product.

In addition, if “library merger” is performed, data saved before this

setting change will also be copied to the LAN DISK.




Check Hard Disk

Run the check disk function

The Check Disk function inspects and fixes any logical errors which may occur in a file system.

The check disk function for this product can be used only in the LAN connection mode.

e Do not remove this product from your PC during check disk.

e You cannot stop check disk.

e This product cannot be accessed during check disk.Be careful
not to simultaneously run the scheduled backup and check disk

functions.

When abnormal operation is suspected

e Back up data before running the check disk function, just in case.

Click

-
10l

on the configuration screen and then click

=

[Drive information].

Disks Manager

o @Click

¥ artition Management

0.01%
I

External Disk

2 Click the [Start] button under [Check disk].

— It will start checking.

Disks Manager

Internal Disks

Partition Partition Management

File System  Check
Type

Disk

o1 WER NTFS Start ] | Parttion Management

I |
External Disk
Manufacturer Device pe Mount Function
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3 Once check disk is completed, a message will be

displayed in the right upper corner of the screen.

Language:

LH N D I S K | Logout | Successful to Check Disk
Network Attached S
et o
DiSks Ma m
L T a1, S —

Internal Disks
Partition

0.01% 5 e
: MBR NTFS Parlition Management

External Disk

File System  Check
Type

Disk Partition Management

Manufacturer Device Capacity[GB] File Type Mount Function

Check disk is now successfully completed.



Administrate the system

hange the admin password

The admin account has permission to access the configuration screen of this product.

This section describes how to change the password.

e The password must be properly stored and should not be forgotten. If the set password is forgotten, there is no way to retrieve it.

If the set password is forgotten, use the [RESET] button on the side of this product to reset it. Otherwise, the account cannot be used.

“Bringing back only the IP address and admin password to the default configuration” (Page 9-42) See

e No default admin password is set.

The admin password is used for the following tasks.

* To open the configuration screen of this product

LAN DISK - .
Network Attached 58 [+ 1-0 DATA
—— -
17—
2=t IR

* To open the “IP Setup” screen from “Magical Finder”.

5] Magical Findler - network device setting utility ® " TR NSNS RS S s ==
available network device list ,q”_w"-ﬂ/ ' Finder
1P address | MAC address [ device nam [r = o ming

@ 192168 00:A0:80 LANDISK

number of Discovered dev [§
D IThe Searching mas complted pr
[2] Login Password u
enter the login password
|| cancel I

1 ES

Click % on the configuration screen and then click

[general settings].

System Setting

1 e
LED Lightness: ® Low @ Normal © High
Pawer Saving Time Seting(minutes 10 [=]
B
2 Enter your password in the [Password] and [Password

(confirmation)] fields and then click the [Apply] button.

System Setting

B sinito | 7 syem setio | V. Time seting | Tianseting | Bl
OEnter
Administrator Password I' """" :

Password

Password (Confirm 1 ]

LED Lightness: @ Low @ Normal @ High
Power Saving Time Setting(minutes; 1' ®@Click
Code Page T

Save’

e Characters that can be used for the password are restricted as
follows.
“List of restricted characters” (Page 11-47) See

e Because the password entered is displayed as “eeeee” and

cannot be checked, be careful not to mistype.

The password for admin is now successfully set.



ndate the firmware

This section describes how to update the firmware.

The firmware update includes important updates such as device fixes as well as additional new functions.

Please visit our support library (http://www.iodata.com) regularly to use this product with the latest firmware.

Download the firmware.
The firmware is available from our homepage below.
http://www.iodata.com

How to check after updating
1 After confirming that the STATUS light is once again lit,

re-open the configuration screen.

Click @ on the configuration screen and then click

[update firmware].

Firmware Update

widown | 3 .:Firmwire Update
( @ciick ] ’
pload file

@Click

Click the [browse] button to select the downloaded
firmware (file name: update.tgz) and then click the
[update firmware] button.

The STATUS light on this product starts blinking.
Once updated, this product will be rebooted.

* It takes about 5-6 minutes although this may differ depending

on the file size of the firmware and the state of this product.

Firmware Update

.|

Firmware Update

@Click

The firmware is now successfully updated.
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Click a\%on the configuration screen and then click

[device information].

System Info

LANDISK-
WORKGROUP
192.168.20.29
25

@Click

Tunes: on
Remote Link 2 off

UsE Port
Pawer Saving Time:

Quick Copy
10Minutes

@Click

Confirm that the displayed version number is the latest

one.

e To update the firmware, disable the firewall settings on your PC.

If not, the firmware may not be properly updated.

e During firmware updates, do not turn off the power of this product.
If the power is turned off during updating, this product may be
broken.

e After the firmware is updated, this product will be automatically
rebooted.

Once it is successfully rebooted, the STATUS light (green) is lit
under a network environment in which there is a DHCP server.
The STATUS light blinks red under a network environment in
which there is no DHCP server or if it fails to obtain an IP address
from the DHCP server.

e In order to successfully update the firmware, confirm that no user
is accessing this product or connect this product directly to your
PC alone before starting update.

e The firmware cannot be put back to a previous version.

e Once the firmware is updated, clear the browser’s cache since the

configuration screen may be refreshed.




se the power saving function

Selecting the power saving mode for the hard disk to minimize power consumption by stopping the built-in hard disk from spinning

when there is no activity for a certain period of time.

1 Click ?% on the configuration screen and then click _

If this product is used in the DHCP client mode, the built-in disk will

[general settings]. spin up to update its address.

. In addition, the disk may be accessed during network
System Setting
communication or system processing.

1 = Gl . .

ISR N - The longer the lease time is set for the DHCP server, the longer the

spin up interval may become due to address updating.

LED Lightness: © Low ® Normal © High

Power Saving Time Setting(minutes): 10 [+]

Cods Page (B8 [=]

®Click

2 Select a preferred time in the [Power saving setting time]

and then click the [Confirm] button.

System Setting

= =
B s | 5 ssem e | Lrivm s e

Administrator Password

Password:

Passward (Confirm):

LED Lightness: © Low ')

Power Saving Time Setting(minutes) 10 {

Code Page gxE [+]

@Click
V Power saving setting time

Select time This function stops hard disk activities if this

product and removable hard disks are not
accessed for a certain period of time. You can

change this duration until it stops. (The initial

value is “10 minutes”.)

The power saving function is now successfully set.

Even if a hard disk is not accessed for the specified period of time,
the hard disk does not stop if the system of this product accesses
the hard disk.

In addition, even if this product is not accessed while the hard disk
is stopped, the hard disk may spin if the system of this product

accesses the hard disk.

8-36



Change the LAN DISK name

The LAN DISK name can be changed to a preferred name. It is convenient if it is changed to a more recognizable name if more than
one of this product are being used.

1 Click ;%on the configuration screen and then click

[network configuration].

LAN Setting

- e T = @
L 1 P i i, G s

LAN DISK Name

Workgroup
@ Automatically assign IP address (DHCP)
© Manually assign IP address

IP Address

Subnet Mask :

Default Gateway

DNS Server 1

DNS Server 2

@Click

2 Enter the [LAN DISK name] field and then click the
[Apply] button.

LAN Setting

B oo | T s

LAN DISK Name:

LANDISK-
Workgroup: WORKGROUP

utomatically assign IP address (DHCP)

© manually assign IP address

P Address
Subnst lask
Default Gateway
DNS Semer 1 152 168.193 254

DNS Server 2 O

@Click

The LAN DISK name has been successfully changed.
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Set the date and time

1 Click ;%on the configuration screen and then click

[date and time].

Time Setting

21 Jun, 2011 15:30:30

(GMT+09:00)

@ Setsystem clock using network time server (NTP)

NTP senver 1 ntp.nict.jp
NTP server 2
Calibration

@ Dale and Time [ rom Browser |

Date: 2011-06-21

(* System time will not keep,f AC cable pulled.)

| 2 |Se|ect the time zone according to your local area.

Time Setting

- > — = o
B i | 5 spamssing | o rma semnn | S5 casening |0 o g

21 Jun. 2011 15:38:30

Time Zone
Set Time Zone: |Tokyo, Osaka, Sapporo 3] @ur+00:00)
4
@ Setsystem clock using netw
g— l Select |
NTP server 2
Calibration
© Date andTime m Browser |
Date: 20110621

(* System time will not keep,if AC cable pulled.)

3 Set the time in either way described below and then

click the [Apply] button.

Time Setting

o) = £ = &l

21Jun. 2011 15:39:30
Time Zone
Set Time Zone: [ Tokyo, Osaka, Sapporo -
{

NTP server 1 ntp-nict jp /

NTP senver 2
Calibration [Daily  [+]

© Date and Time

Date:

Time

To synchronize with|Select [Synchronize with time server] along with
the time server when to synchronize with the time server.

* Default setup
To setup manually  |Select [time settings] and then enter the date and

time.

* Click the [Set to PC time] button to fill the fields
with the time set on your PC.

* If the AC adapter is unplugged, the system
time will not be maintained. Set the time again

when it is started.
The date and time setup is now complete.

8-38



Configure the network

1 Click 3 on the configuration screen and then click

l

[network configuration].

LAN Setting

LAN DISK Name

Workgroup
® Automatically assign IP address (DHCP)
© Manually assign IP addrass

IP Address

Subnet ask

Defautt Gateway

DNS Server 1

DNS Server 2

2 Set values for each item and then click the [Apply] but-
ton.

* The default configuration is set to “Set IP address automati-

cally.” If setting manually, select “Set IP address manually”

and enter the value.

LAN Setting

L o L e
e OEnter
LAN DISK Name: 1| LANDISK- 1
Workgroup : WORKGROUP /I

@ Automatically assign IP address {DHCP)

© Manually assign IP address |
1P Address
Subnet Mask
Defaut Gateway
DNS Server1:

@Click

LAN DISK name Enter the name displayed on the network of this
product.

workgroup Enter the workgroup of this product.

IP address Enter the IP address of this product.

subnet mask Enter the subnet mask of this product.

default gateway Enter the default gateway of this product.

DNS Server1 Enter the DNS server1 of this product.

DNS Server2 Enter the DNS server?2 of this product.

The network configuration is now complete.

8-39



Shutdown/reboot

1 Click @ on the configuration screen and then click

[reboot/shutdown].

Reboot / Shutdown

@ Reboot
© Shutdown

"\

2 Select [Shutdown] or [Reboot] and then click the

[Confirm] button.

Reboot / Shutdown

_______

| © shutdgwn !

______ o
—CDSeIect @Click

This initiates shutting down or rebooting.
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Set the brightness of the light

1 Click :% on the configuration screen and then click

[general settings].

System Setting

P P iy =

R speminto | S jystem Setting | B . Time Setiing | = LaN Satiing Disis Manager
LED Lightness. © Low @ Normal @ High
Power Saving Time Setting(minutes): 10 [«

Code Page EES S

2 Select [Low], [Middle] or [High] in the [Brightness of
Light] and then click the [Apply] button.

System Setting

B < 1 =

= spsemino | D system Setting = Time Setting | L (- LAN Setiing Dists Mansger
Administrator Password

Password:

Password (Confirm):

LED Lightness:

Power Saving Time Setting(minutes)

A OSelect

Code Page

@Click

The brightness of the light is now successfully set.
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Bringing back to the default

configuration

How to bring

back to the default configuration

For the cases listed below, this product must be brought back to the default configuration (initial configuration).

» When unsure of the IP address of this product

* When unsure about admin information ( [admin password] )

There are two ways to bring back this product to the default configuration.

Bringing back only the IP address and admin
password to the default configuration

Initialize by using the [RESET] button on the back of this
product.

Perform this method if forgetting the IP address or the admin
password you have set when you configured this product.

Only two items below are initialized.
Select [Set IP address automatically].

IP address If the IP address was set manually, the initial

configuration must be performed again.
Set to “None”.

Admin password [If the admin password was previously set, the initial

configuration must be performed again.

e All setup information other than that listed above will not be

changed.
e Data in the hard disk will remain unchanged (will not be deleted).
e During initial configuration, do not turn off the power of this
product.
o This can be performed while it is still connected to the network.

Confirm that this product is turned on (the STATUS light
is lit).

Turn on the power if it is not turned on yet.

e Start initialization when the power is turned on.
e Do not start initializing while the STATUS light is blinking.
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Push the [RESET] button on the back of this product
using a taper shaped item for 5 seconds or longer until
the STATUS light starts blinking and a beep sound is

2

heard.

>

=
b

[RESET] button &

The initialization is complete if the STATUS light is lit

green (when there is a DHCP server) or blinking red

(when there is no DHCP server).

The setup procedures need to be redone since the IP address

and admin password are reset to initial values.



Bring back all settings for this product to the
default configuration

Use [System initialization] on the configuration screen to

initialize all the settings and format the built-in hard disks of this

product.

* It takes about 7 minutes on HDL-CEW 2.0.(It depends on the
volume of this product.)

ltems to be initialized are as follows;

« all device settings

« all data in built-in hard disks

Please back up data in the hard disks in advance.

* Data saved in the USB connection mode will be deleted as well.

1 Click @ on the configuration screen and then click

e—

[system initialization].

Factory Reset

= o
Factory Reset /

Be careful to reset, because all data wj

@Click

@Click

2 Click the [Run] button.

This will start system initialization.

This product will be automatically rebooted. Close the
Web browser(s) and wait until the STATUS light on this
product stops blinking.

Factory Reset

Factory Reset | ___log

Factory Reset

Be careful to reset, because all data will be erased! ]

(oo
| Note

o After the [Result] screen appears, this product will be automatically

rebooted. However, even after being rebooted, the system still
continues the initialization process.
Please wait for a while until the STATUS light is lit blue or starts
blinking red.

e If the power is turned off during the system initialization process,
this product may not start properly.
Do not touch until the STATUS light is lit green or starts blinking red.

The setup procedure needs to be redone since all values are

set to initial values.
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Troubleshooting by light/buzz

The light and buzzer indicate whether or not the current state or operation is normal, or if any errors have occurred.

on

State/Operation Buzz During LAN During USB Status
connection connection
Connected to an electrical
outlet N/A Light is off Light is off The power of this product is not turned on.
After th is t
er the poweris turned N/A Lit green/blue Just after the power button is pushed.

A beep sound Blinking green Blinking blue | The system has started booting up.
N/A Blinking green Blinking blue |While the system is booting up.
The system failed to boot up.

Repeated beep L s . . e )
When the system boots sounds Blinking red Blinking red | This occurs when the system fails to read the built-in disk. Turn the power off, and then try it
up again. If this error occurs again, request repair.

3 beep sounds Blinking red Blinking red  |It failed to obtain the IP address. Please set the IP address manually.

A beep sound Lit green Lit blue Startup is successfully completed.

3 beep sounds — Blinking blue |ltis set to high speed mode (XFS).You cannot use it in the USB connection.

N/A Lit green Lit blue The system is operating normally.

N/A Blinking green Blinking blue |This product is being accessed.

N/A Blinking green — The settings are being changed.
When the system is A beep sound Lit green — The setting change is successfully completed.
running 3 beep sounds Blinking red o An error has occt.Jrred. Please check the message by selecting [Others] — [Log information]

on the configuration screen.

3 beep sounds Lit green — Processes such as the backup function have been successfully completed.

A beep sound Blinking green — Use the reset button to recover the default settings of the IP address and password.
When the system shuts A beep sound Bl?nk?ng green Bl?nk?ng blue [The system has sta.rted shutting down.
down. N/A Blinking green Blinking blue |The system is shutting down.

N/A Light is off Light is off Shutdown has successfully completed.
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Specifications

Hardware Specifications

Transfer IEEE802.3ab, IEEE802.3u, IEEE 802.3
Specifications (1000BASE-T/100BASE-TX/10BASE-T)
Maximum
Transfer Speed 1000/100/10Mbps
LAN Connector RJ45x1
Access Method CSMA/CD
MDI/MDI-X Automatic Switch
Compatible .
Cable Category 5E or higher
Transfer . .
Specifications USB 2.0 (including 1.1)
USB host Maximum
Transfer Speed 480Mbps
Connector USB A connector x 1
Transfer . .
Specifications USB 2.0 (including 1.1)
USB port Maximum
Transfer Speed 480Mbps
Connector USB miniB connector x 1
Power Supply AC100V 50/60Hz
Power Consumption Max: 32W, Average: 16W
OREEENTE) IS & 5-35°C / 20 - 85% (No condensation)
Moisture Limit
External Size 45W x 138D x 168H
* Not including the rubber legs as well as any protrusions.
Weight About 1.2 kg
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Name/function of each section

N
]
[

Name Function/State
OSTATUS light Lit blue/green|Just after the power is turned on
Lit blue  |While operating in the USB connection mode
Blinking blue [While processing in the USB connection mode (such as startup/exiting/
accessing)
Blinking red |System error state (failing to obtain IP address, iobb access error, connection
with unsupported USB devices, backup function exiting with an error, etc.)
Lit green [While operating in the LAN connection mode
Blinking  [While processing in the LAN connection mode (such as startup/exiting/
green accessing)
Light is off |When the power is turned off

@Fan Cools down this product. Do not block it.

®Power button Turns on/off the power of this product.

@LAN port Connects the included LAN cable.

®USB [HOST] port Connects a USB device.

®USB port Connects the included USB cable.

@Security slot Can attach an antitheft cable lock.

®[RESET] button Initializes configurations for the LAN connection mode on this product.

®DC jack Connects the included AC adapter.

®Cable hook A hook to prevent the AC adapter from disconnecting. You can hook the AC adapter.
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ist of restricted characters

e Characters that can/cannot be used on the configuration screen
When setting the following items on the configuration screen of this product, only half-width alphanumerical characters can be used.
In addition, allowable characters for use are limited for each item.

The following characters cannot be used for each item. (Do not include any spaces in the password.)

Item name Number of Allowable characters Non-allowable characters
characters
15 characters or Y~ <> []=+.space
workgroup less Other than [Non-allowable characters] (Cannot use character strings beginning with a
hyphen “-")
48 characters or F-8 0 . _— .
Comment less Other than [Non-allowable characters] (Cannot use character strings beginning with a
hyphen “-”)
=< 1=+ @) # % M &{)
space
Username Other than [Non-allowable characters] (Cannot use upper-case I(latters) A .
(Cannot use character strings beginning with a
20 characters or hyphen “")
less (Cannot set using only numbers)
Yo, <>|"[]1=+." ()~ "/?spaces
Password Other than [Non-allowable characters] (Cannot use character strings beginning with a
hyphen “-”)
Half-width alphanumerical characters 0-9, A-Z, a-z
14 characters or (Cannot use character strings beginning with numbers)
LAN DISK name less Underscore “-”
Hyphen “” ' -
; - . «» |Cannot use character strings containing symbols
(Cannot use character strings beginning with a hyphen “-”) other than [allowable characters] and/or spaces
Half-width alphanumerical characters 0-9, A-Z, a-z P
Shared folder name 12 characters or Underscor:e“-
less Hyphen “-
(Cannot use character strings beginning with a hyphen “-”)

e Characters that can/cannot be used for Remote Link 2 setup

Number of
Iltem name Allowable characters Non-allowable characters
characters

Half-width lowercase letters a-z, half-width numbers 0-9
Between 3 and
Hyphen

Host name 16 characters X . . . . |Cannot use other than [allowable characters]
(including) (Cannot use character strings beginning with a hyphen “-”)

«»

(Cannot use character strings ending with a hyphen “-”)

Half-width lowercase letters a-z, half-width numbers 0-9
Between 6 and
Hyphen

Password 8 characters : o . . » |Cannot use other than [allowable characters]
(including) (Cannot use character strings beginning with a hyphen “-”)

(Cannot use character strings ending with a hyphen “-”)

«

e File name and folder name character restrictions

Allowable names of files or folders on this product must be up to the number of characters listed below depending on your OS.

“Windows” Up to 255 half-width characters (85 full-width characters)

* The number of characters may decrease depending on the type of characters used.

* Windows 7 or Vista can handle more characters compared to previous Windows OS. Therefore, if characters only usable on Windows

7 or Vista are used for file or folder names saved in shared folders, they may not be displayed properly when browsed through
previous Windows OS.
In order to avoid any problems due to differences in ability to display characters between Windows 7 or Visa and previous Windows
OS, make sure that necessary precautions are taken with reference to the information [JIS X 0213:2004 Support] and [New Japanese
ClearType Font Meiryo] disclosed from Microsoft
(http://www.microsoft.com/japan/windows/products/windowsvista/jp_font/default.mspx).

“Mac OS” Up to 255 half-width characters (85 full-width characters) on Mac OS X.
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